
• 5 VDC
•  Magnetic base, rechargeable lithium battery
•  Micro USB (EW2461) or USB-C (EW2562) charging cord and wall plug included
•  Rechargeable lithium battery, estimated run time of 3 to 4 hours
•  Rugged heatsink housing
•  Polycarbonate lens
 Note: Device must be fully charged at least one time per month to maintain battery health
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Design Features

ECCO’s EW2461 Series rechargeable LED magnetic worklight is a high intensity 
flood beam, powered with a heavy duty battery that combines mobility with high 
performance and a compact design. The long-life, lithium rechargeable battery 
allows the worklight to be operated for 3-4 hours before recharging is required. 
Supplied with a micro USB (EW2461) or USB-C (EW2562) charging cord and wall 
plug.

Models
PART NO. TYPE RAW LUMENS MOUNT
EW2461  Flood  650  Magnet

EW2461-CAMO  Flood  650  Magnet

EW2562  Flood  600  Magnet

Disclaimer: Product performance and specifications are based upon evaluation of a fully-
charged new battery. It is normal for all batteries to degrade and lose capacity over time.
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DISCLAIMER 
DIMENSIONS, ILLUSTRATIONS, SPECIFICATIONS, AND CERTIFICATIONS CONTAINED IN THIS
DOCUMENT ARE TYPICAL OF THE ACTUAL PRODUCT AND ARE SUBJECT TO CHANGE.  
ECCO ENGINEERING DOES NOT MAINTAIN FORMAL DESIGN CONTROL OF THIS PRODUCT.

SPECIFICATIONS
CERTIFICATIONS: CE 2014/30/EU; UKCA;1.

Note: Unique components, accessories, and hardware kits 
are not typically included in the Product Certification Test 
Protocols. Unless otherwise specified, the Product 
Certifications referred to herein are predicated upon the 
base product model configuration.

CALCULATED RAW LUMENS: 850 lumens2.
MEASURED EFFECTIVE LUMENS: 450 lumens3.
ILLUMINANCE (@ 100 FT): 0.4 lux4.
PEAK BEAM INTENSITY: 378 candela5.
VOLTAGE (NOMINAL): 5 VDC6.
VOLTAGE (EXTREME): N/A7.
CURRENT (PEAK): 2.00 A (@ 12 VDC NOMINAL)8.
POWER (MAXIMUM): N/A9.
TEMPERATURE RANGE: -40°C (-40°F) to 65°C (149°F)10.
CONNECTION: USB-C11.
MOUNTING: MAGNET MOUNT12.
HOUSING MATERIAL: ALUMINUM13.
LENS MATERIAL: POLYCARBONATE14.
PRODUCT WEIGHT: 1.20LBS (0.54Kg)15.
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